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Multifunctional Serial to Ethernet converter

(USRTCP232E2)
(USRTCP232ED2)
(USRTCP232410)

File version: V1.0.10

Jinan USR IOT Technology Co., Ltd. works on LAN and WAN and wireless for MCU
to Ethernet Solutions, Ethernet, WIFI, GPRS, and Wireless modules, we can supply
custom design for those usage, looking forward to cooperate with you.
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1. Introduction

1.1. Overview

The USR-TCP232-M4 product series is an intelligent plug-and-play
RS232/RS485/UART to Ethernet adapter that enables any device or machine with a serial
port, to become Ethernet network and Internet enabled, and have network data transmit
ability. It features a powerful built-in device server, so you can access your serial device
from anywhere in the world over internet!  The USR-TCP232-M4 is easily configured via
local network, or through the serial port and web pages.

We Provide Network products and the best service to our customers.
A Chips A Modules A Software A Products

1.2 Features

1.

10.
11.

12.
13.

14.

New Cortex-M4 kernel, industrial working temperature range(-40~85N ), elaborate
optimization TCPIP protocol stack, stable and reliable.

selectable RS232/RS485/UART port, Different port can be used together, work
independently, distinguish the connected serial port via port number.

Auto-MIDX function, discretionarily connect cross-over or direct network cable,
automatic switching.

Support TCP Server, TCP Client, UDP, UDP Server, HTTPD Client,websocket,
various of ethernet protocols.

Support virtual serial port, provide corresponding software.

Serial port highest baud rate from 600bps to 1024000bps(COMO only max
256000bps).

wide voltage input, more applications.

Support DHCP, automatically access IP, can inquire the facility within network
through the UDP broadcast protocol(using software USR-TCP232-E45 Setup).
Supply the protocol for VIP customers

Provide PC TCP/IP SOCKET programming example, VB, C++, Delphi, Android, 10S.
A built-in web page, also parameter setting via web, can customize web pages for
users.

Can also set via UDP broadcast, provide the set up protocol.

Reload button, a key restore default Settings.

RJ45 status indicator light, RJ45 interface built-in isolation transformer, 2 KV
isolation.

Jinan USR 10T Technology Co., Ltd Page4/9 tec@usr.cn
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15.

16.
17.
18.

19.
20.

The global unique MAC address bought from IEEE, the user can define MAC
address (please state when you make order).

Support upgrade firmware via network.

Support visit IP and domain name at the same time

Support up to 8 link from client when act as TCP Server, same data will be send to all
client.

Can modify http server port from default port 80 for module built-in http server.
Support Keepalive, detect a dead link quickly and make sure the connection more
stable.

1.2. Applications

> D> > > >» > > D>» > >

Fire and Security Panels
Vending Machines

Point of Sale Terminals
Remote equipment management
IT management services
Access Control

Industrial Control

Home Automation
Instrumentation

Building Control

Power Management

1.3. Order information

Type Part Numbers Electric interface

Serial to Ethernet Converter | USR-TCP232-E2 2*TTL232

Serial to Ethernet Converter | USR-TCP232-ED2 3*TTL232

Serial to Ethernet Converter | USR-TCP232-410 1*RS232, 1 * RS485

Diagram 1-1 Order information

Note:

For webpages: PORTO, PORT1 and PORT2, represent below:

TCP232E2: PORTO represent UARTO, PORT1 represent UART1, PORT2 not available in
hardware;

TCP232ED2: PORTO represent UARTO, PORT1 represent UART1, PORT2 reyirese

UARTZ;

TCP232410: PORTO represent RS2Z32PORT1 represent RS483PORT2 not available;

Jinan USR 10T Technology Co., Ltd Page5/9 tec@usr.cn
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1.4. Electrical characteristics

All the data is get at tempturel25 network cable plug in, max data transmittion(10ms, 20

byte, sending data constantly).

Working tempterature ranget0~85N .

Unpowered storage temperature and humidity rar@e:150 , 5~95%RH

Input Voltage Current Current Current
range cosumption at | cosumption at | cosumption at
3.3V 5V 12v
TCP232-E2 DC3.3or 5V 120mA(115-12 | 120mA(115-12 | Not available
5) 5)
TCP232-ED2 | DC3.3 or 5V 120mA(115-12 | 120mA(115-12 | Not available
5) 5)
TCP232-410 | DC5~18V Not available 86.5MA(85-87. | 44.3mA(43.7-4
9) 5.1)
Jinan USR 10T Technology Co., Ltd Page6/9 tec@usr.cn




Be Honest, Do Best !

'.K@ USR IOT

Multifunctional serial to Ethernet module user manual WWW.Usriot.com

1.5. Difference between E45 series and M4 series

The new M4 series is a function fdbmpatible product to the old E45 series productthiere
are still difference.

difference TCP232E45 TCP232M4

frequency 50MHz 120MHz

Flash size 256Kbyte 512Kbyte

RAM size 64Kbyte 256Kbyte

current 180~190mA -E° 120mA -EZ

485 connector 3.81:2 5.082

size ultra-tiny product USRK3
LEDs No LED holder, more tight
webpage No change New web page style
Setup software Use V1.x.x.x setup software V2.x.x.x or higher
Comm number 3 3(have 1 and more Miel)

2. Module Test

If you have any question, please contact us the in the client support center:

http://h.usriot.com/index.php?c=frontTicket&m=sign

2.1. Hardware connection

The picture below ia serial device server of TCP2320. It have 1 RS232 and 1 RS485,

they can work independently, now we are going to test it's RS232 function.

Jinan USR 10T Technology Co., Ltd Page7/9 tec@usr.cn
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Diagram 2-1 TCP232-410 with case
Power 410 with DC5V adaptar@ke sure you can supply at least 200mA current at DC5V)
Connect 410's RJ45 to PC directly with network catideeed to distinguish cross direct

connect cable or connect the module afRC viaswitch or routeand set the PC's ip address to

192.168.201(must be a format of 192.168.0.xxx), netmask 255.255.255.0.
Connect 410 and PC's comm port together, with a standard féamadée extend

cable(default crossver cable).

Here is TCP23210'sdefaultnetconfiguration
IP address: 192.168.0.7

Subnetmask: 255.255.255.0

The default gateway: 192.168.0.1

Jinan USR 10T Technology Co., Ltd Page8/9 tec@usr.cn
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2.2. Login

Open a browser, type ahadgin above IP addrestp://192.168.0.,A/ou will entermodule's
setup web pages.
User name and password &athfiadmird, this can benodifiedafterlogin into the system.

Default user name: admin
Default password: admin

Jinan USR 10T Technology Co., Ltd Page9/9 tec@usr.cn
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After you have login, you can seebpage as folloythis is config page for TCP23210

firmware revision: v3004 I logout
@l

USR Be Honest, Do Best!

-I0T Experts-

I
Module Mame: USR-TCP232-410 -
= Run time:
- run time means
Firmware Revision: 3004 the minutes since
Current IP Address: 192.168.0.7 TX/RX Count:
Ci 1

} MAC Address: d8-b0-4c-e0-86-0c us a calculation of
Misc Config the total byte we

. . . : have been
Run Time: Oday: Ohour: Omin received or send.

T¥ Count(ETH) : 0/0/0 bytes
R¥ Count(ETH) : 0/0/0 bytes

) 2009 - 2015 - JiNan Usr IOT Technology Limited

Diagram 2-2 page after login

Current config and status: include display of firmware revision, ip address and mac address.

RS232: represent RS232 port config.

Portl settings: represent RS485 port config.

Port2 settings: not available.

Web to serial: wesocket function which enable gend and receive data between webpage
and comm port O(Port 0 only).

Miscellaneousettings used to sekey parameters such as module IP and module naise

include reset and reload button in webpage.

2.3. Default parameter test

To test briefly in default wrking mode, on the foundation of the hardware connection, use
the matched software USRCP232Test to make transntiihg and receiving test. The left side is

Jinan USR 10T Technology Co., Ltd Pagel0/9 tec@usr.cn
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serial port, use software default settings, the right side is the network part, set to TCRBrdlient
server to be IP 192.168.0.7, port 23.

By default, the two COM port to be set as TCP Server mode, port is 23/26.

This illustration shows the 10 ms tweay simultaneous automatically transmit screenshots.
As the allocated memory of the display contrdingted, in order to test large amount of data
transceiver, here will suspend the receive display, only statistical data. Below is the effect after

testing for a few hours, and transtinity millions of bytes. Stable and reliable, without a byte loss.

Jinan USR 10T Technology Co., Ltd Pagell/9 tec@usr.cn
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) USR-TCP232-Test

E5232 to Ethernet Convert tester

PortMum ICDM‘I j'
BaudF |1152DD VI
DPaity |NUNE -]
D atab I8 bit j'
StapE I‘I bit VI

j

@ Close

~Reev Options

¥ #dd line return
[~ Receive As HEX
¥ Receive Fausze

Save. .. Clear

[~ Receive to file...

Send Options

[~ Auto Checksum
[~ Auto Clear Input
[~ Send As Hex

¥ Send Recycle

Interval |1 0 ms

Load. .. Clear

[& Ready!

[~ Data from file ...

File(F) Options(D) Help (H)
COMSettings

COM port data receive Metwork data receive

Local}{ost|192.1 68. 0 .161 Port|4395

Send [

FEHA AR AT

http:/fwww. usr. oo

Send [

~MetSettings
€ 1) Protocol

I TCP Client vl

€ 2) Server IP
192.168. 0 . 7

€ 2) Server Part
23

@ Disconnectl

~Reew Options

[~ Receive to file...
¥ #dd line return
[~ Receive As HEX

¥ Receive Fauze

Save. .. Clear

rSend Options

[~ Data from file ...
[~ huto Checksum

[~ Auto Clear Input
I~ Send As Hex

¥ Send Recycle

Interval |1 0 ms

Load. .. Clear

| Send:292980 | Recv: 254031 Feset | [& Ready! | Send: 254031 |

Recv : 292980 Reset |

Diagram 2-3 default working mode communication

3. Work mode

3.1. UDP mode

When in UDP mode, after power on, module will connect to remote server's specific port.
When received data from the remote server, modillesend it to serial port;otherwise,
when data is received from serial port, send it to ethernet.
The assist software can be download from link below:
http://www.usriot.com/Download/199.html

Jinan USR 10T Technology Co., Ltd
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& USR-TCP232-Test

E5232 to Ethernet Convert tester

File(F) Options(0) Help(H)

DPaity |NONE — ~
DataB |2 bit h
Stapk 1 bit -

© Close

Recw Options

[ Receive to file. ..
v #dd line return
[ Receive As HEX

" Receive Pause

Save. .. Clear

Send Options

" Data from file ...
[” Aute Checksum

[7 huto Clear Input
[ Send A= Hex

[7 Send Recycle

IF and port

RemoteTF:|192.168. 0 .66

COMSettings COM port data receive Metwork. data receive

PartMum |CDM1 j http:/fwwew. usr. oo [Receive from 192, 165.0.86 : 55] :
SRR E

Baudr (175200 -

el

orly means listen on |thid ldbedepewtto file. ..

click on Send button, then the module wiﬁfnée%‘ﬁs{‘i to remote

MetSettings
€ 1) Pratocol

€ 23 Local host [P

€ 32 Local host part

—
Recw Options

[7 Add line return
[~ Receive As HEX

[ Receive Pause

Save. .. Clear

[ Data from file ...
[™ Aute Checksum

[7 Auto Clear Input
7 Send As Hex

[” Send Recycle

Interval (100 ms FREARHETERAE http:ffwww. usr. cn Q Interwal (100 ms
Send Send
Load. .. Clear Load. .. Clear
& Portlum Send: 20 Fecv: 17 Feset [& FPortHum Send: 17 Fecv: 20 Feset
Diagram 3-1 UDP mode communication test
Note:

1) local port and remote port can be different.

2) Max UDP send length(ethernet to serial) is 1472 bytes. If you want to send more than 1472
Bytes, please div it into sher packet.

3.2. TCP Client mode

Open web pages and config module to
Telent Mode: TCP Client
Remote port number: 23

Telnet Server Addr:  192.168.0.131

Jinan USR 10T Technology Co., Ltd Pagel3/9 tec@usr.cn
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Baud Rate: bps
Data Size: bit
Parity:
Stop Bits: bit
Flow Control and R5485:
Local Port Number:
Remote Port Number:

Wark Mode: |TCF‘ Client V||None v|

Remote Server Addr: |192.158.D.131 | [ 0.0.0.0 ]

Timeout: 0 seconds (< 256, 0 for no timeout)

UART packet Time: ms (< 256)

UART packet length: chars (== 1460, 0 for no use)

Sync Baudrate(RF2217 similar): ]

| Save || Cancel |

Diagram 3-2 TCP Client mode

WWW.Usriot.com

parameter

Use USR-TCP232-Test,

¢ USR-TCP232-Test

E5232 to Ethernet Convert tester

File(F) Options(0) Help(H)
COMSettings COM port data receive Metwark, data receive MetSettings
Portlum |COMT v || [kttp: / fwww. usr. en [Receive from 192 165.0.66 : 13637] € 1) Protocol
FrEA AFEARAE]
Baudp (115200 =
€ 23 Local host IP
DPay |NONE = [iszhicol o T1a1)
Datag |9 bit hd
aa ( 31 Local host port
StopE 1 bit -
@ Close -@- Disconnect
Recw Options Recw Options
[” Receiwe to file. .. [” Receiwe to file. ..
[ Add line return [ Add line retuwrn
[~ Receiwe As HEX [” Receiwe hs HEX
[” Receiwe Pause [” Receiwve Pause
Save. .. Clear Save. .. Clear
Send Options Send Options
[~ Data from file ... [7 Data from file ...
™ huto Checksum [ huto Checksum
[7 Auto Clear Input [7 Auto Clear Input
[7 Send A= H. 7 Send As Hex
Peers: | &l Connections hd [~ Send Recycle
Interwval (10 ms FRE AR ERAE http:/fwww. usr. oo Interwal (10 ms
Send Send
Load. . . Clear Load. .. Clear
[& Ready! Send: 20 Recv: 17 Reset & Ready! Send: 17 Recwv: 20 Reset

Diagram 3-3 TCP Client communication test

Jinan USR 10T Technology Co., Ltd
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3.3. UDP Server mode

Like the socket UDP server in pc API. Many to one data transfer supported, the data

P

from uart/232/485 part will be transformed to the last UDP packet 6 s addr es s .
Here show 2 UDP client communicate with server, server send data to the last client

communicates with it.

Baud Rate: bps
Data Size: bit
Parity:
Stop Bits: bit
Flow Control and R5485:
Local Port Number:
Remote Port Number:

Work Mode: |UDP Server V[I MNone W
Remote Server Addr: [192168.0.131 |[N/A]
Timeout: |0 seconds (< 256, 0 for no timeout)
UART packet Time: ms (< 256)
UART packet length: chars (<= 1460, 0 for no use)

Sync Baudrate{RF2217 similar): |

| Save || Cancel |

Jinan USR 10T Technology Co., Ltd Pagel5/9 tec@usr.cn
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toa Ethernet Convert tester

File(F) Dptionz(@) HalpQ
O sttings C0M st Asls pecsive Hetwork dats recess HerS sttings
Pt [COM1 =] | Thetp e, mar, crbbtp- /v, wer, bty S | (SR ARG ) € 13 Protocd
Baxl 115200 = T, I
DPaly |HOKE 'I =
owa fow = Client 1|1 ;ay Locelbotpet
Shopt |10 1'
@ Close Q Disconnect
Racw Optisns Eacw Dpticns
™ Bagwive to file.. I™ Beceive te file ..
[T #d Lize retwrn ™ Add line retws
[T Baswive As MEX I™ Beceive bs HEX
™ Bacaive Famza I™ Baceive Fauze
Eawe . Clewr Gawe . Clear
Tezed Oplisns Sand Opticaa
[ Data from fils .. I Datn frem £ils ...
™ bate Chackre ™ dute Checkezms
[ duto Clewr Imgui DF Server I~ hute Clear Tngat
™ Send hs Hex I Send Az Fax
[~ Send Raeyele BemctalK] 192,168, 0 .66  Fer: [5550 I Send Racyels
Imtarval (10  wx R AR hitg: / fwww usr en Interval |10 ma
sl G send Sed | sl Gl
L Forilas Send : B Facy | 51 Bzt | | Feribem Send 17 Figey - 20 _MJ

Diagram 3-4 Client 1 <-> server

CP232-Test ES523Z to Ethernet Convert tester

(M S ettmgs: CIIM port ol secaron Netwonk, dalia secan Kt ettmgt

Postum [COM1 =] [FRn AR €13 Protocol

Baudt 115200 =

DPuy |MOME =

Datal |5 - .

Client 2
Sigpd T bt -
@ Open @ Disconnect

Eaew Oprisns Baev OpLiess

[T Baceiva 1o file. . ™ Recaive te fila ..
™ Add ligs return I~ Add line raters
[T Eaceiwa Az BEX [~ Esceive ks HEX

[T Bacsive Fuuse [ Recaive Fanze
dave. . Clewr dave . Clesr
Fand Options Sand OpLiesa

™ Batu from file . I~ Daks frem file ...
[T dnto Chackzes [~ huts Checlosms

[T Auto Clewr Imput [~ Auts Clear Imgat
™ Sand dx Hex ™ Send An Max

™ Sand Eecycls EwmotaIP [ 192,168, 0 .66 Forv: Im [ Siad Racyels
Interval [100 s | [WRAAREARLE | g dtowe. usr. en Interval [S00 e

Sl Sand Lasd a
L Bandy! Send: 0 Recr: 0 Feiri L Randy! Sened - 0 Recv: 20 _MJ

Diagram 3-5 Client 2 <-> server

3.4. TCP Server mode

TCP Server mode have max 8 client connected at max;
When act as TCP server, only local port matters,

Jinan USR IOT Technology Co., Ltd Pagel6/9
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Baud Rate: bps
Data Size: bit
Parity:
Stop Bits: bit
Flow Control and R5485:
Local Port Number:

Remote Port Number: 23

Work Mode: |TCP Server %||None W
TCP Server detail: [EEEN V| type

Remote Server Addr: |iot.zhangkongbao.com [ N/A]

Timeout: 0 seconds (< 256, 0 for no timeout)

UART packet Time: ICI ms (< 256)

UART packet length: ICI chars (<= 1460, 0 for no use)
Sync Baudrate(RF2217 similar): W

Save Cancel

Diagram 3-6 select workmode TCP server

(T hl
3 USR-TCP232-Test RS232 to Ethernet Convert tester ‘ - 5 =] ]
File(F) Options(0) Help(H)
COMS etting: [~COM port data receive Metwork data receive MetSetting:
Portium |COMT v | [[z121212121 2021 202 www. usr. en Ae=Rrataas!
Z1212121212121212 www. 1sY. cn I TCP Client Vl
Baudh [175200 -] 21212121212121212 T — 2
DPaily |NDNE vl z1212121212121212 www. usr. cn 2} ServerlP
= 192.168. 0 . 7
[DataB Iab't j'
| {2} Server Port
StopB |1 kit 'l |23

© Close © Disconnectl

rRecw Options———

rRecw Options
[~ Receive to file...

W 4dd line return
[~ Receive As HEX
[~ Receive Pause

[~ Receive to file. ..
¥ Add line return
[~ Receive As HEX

[~ Receive Fauze
Save. .. Clear

Save. .. Clear
L
[| Send Options ~Send Options
[~ Data from file ... [~ Data from file ...
[~ Auto Checlesum [ Auto Checksum
[~ Auto Clear Input [~ Autoe Clear Input
[~ Send As Hex [~ Send As Hex
I [~ Send Recyele LocalHost|192.168. 0 .97 P°“|52323 [~ Send Recyele U
B
Interwal |2DD ms W, USE. 2T 21212121212121212 Interval |2DD ms
Send Send
Load. .. Clear Load. .. Clear
|& Ready! | Send: 40 | Recv:6&8 Feset | [& Ready! | Send: 68 | Recv: 40 Fieset
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Diagram 3-7 test result, we can establish more than 1 client to test

3.5. Httpd Client mode

This function is easier used for webpage developer. We establish one web server page, add
this:

[<?php echo $_GET['data’]; ?>]

Meanswe can GET data from HTTP cliéstrequest. Open this URL:
testusr.cn/1.php?data=1234the web page is downbelow, we can see that the web server have
got the data(12345),

- . . RS
o

Diagram 3-8 Request test.usr.cn/1.php? and upload data
Then we take another way, set module Work mode HTTPD Client, Target addiess.cn,

Target port 80.
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Baud Rate: bps
Data Size: bit
Parity: |None W
Stop Bits: bit
Flow Control and RS485:

Local Port Number:

Remote Port Number:

o0 |f| M2
ID|

Work Mode: |Hitpd Client | |None v

GET /l.php?data=$ HITP/1l.1
Host: test.usr.cn

HTTPD Client header:

. ‘W.US[.EI’I
" [42.96.196.194 ]

Timeout: 0 seconds (< 256, 0 for no timeout)

UART packet Time: ms (< 256)
UART packet length: chars (<= 1460, 0 for no use)
Sync Baudrate(RF2217 similar): [+

Remote Server Addr

Diagram 3-9 config HTTPD Client
Open USRTCP232Test, and type in a string such as "12345", then send via comm port to

TCP232410, and see the response friagratusr.cn.
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’H“ USR-TCP232-Test R5232 to Ethernet Convert tester

File(F} Options(0) Help(H)
COmMSettings CO port data receive
Porthum |COME | | |IHTTEAL. 1 200 0K
Date: Mon, 02 How 2015 03:19:17 GMT
Serwver: hApache/?. 0.63 (Nin32) mod_s=1/Z. 0.65 OpenSSLS0. 9. 8a

- ¥-FPowered-By: FHP/S. 2. 14
D atab 8 bit :Iv Cache—Control: max—age=600

StopE 1 bit - Expires: Mon, 02 How 2015 03:29:17 GNT

Content-Length: 5
@ Cloge ‘ Content-Type: text/html

Baydr (115200 -

12345

Recy Options

[ Receive to file...
| [v Add line retwn
[ Receiwve Az HEX

[ Feceiwve Fause

Save. . . Clear

Send Options

[ Data from file ...
[ Auto Checlksum

[ Anto Clear Input 17345
[ Send Az Hex
[ Send Recyele

Interwal |50 ms

Load. .. Clear

Send

Diagram 3-10 module act as HTTPD Client
In the response, all the data returned, but the http header from server will be returned, too. the

user may need to parse this to get your data.

4. Hardware

About thenew PCB libraries file, we can download it from website

http://www.usriot.com/Download/221.html.

4.1. USR-TCP232-E2

4.1.1. Hardware
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1)
2)
3)
1)
2)

Diagram 4-1 USR-TCP232-E2

Mechanical dimesiaLXV>H): 55x30x23.2Amm) including RJ45 and connector
PCB dimension(kW): 50.4x30.0(mm)

5V 3.3V double power input choose 1 input

2 * serial port (2 * TTL, 3.3V)

TTL serial port O support hardware flow control(RTS/CTS)

4.1.2. Powerand other pin

Power supply socket, The input voltage raB8d®/ or 5V average current bott20 MA. We

default supplycustomer withhigh quality 5 V / 1 A power adapter.

if your MCU's signal is 5V, pls add a signal convert between 3.3V and 5V

id name description

1 VDD DC5V(you must choose only one supply between
or 3.3V)

2 VCC DC3.3V(you must choose only one supply betweg
5V or 3.3V)

GND ground

4 RST Reset pin(give a constant 200ms low level make

module reset)
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5 TXDO Data transmit pin for comm port O
6 RXDO Data receive pin for comm port 0
7 Reload Pin to make module back to factory default

parameters(take this pin to low , then power off ar

on, keep this pin down for 2 seconds, then releasg

8 WORK WORK LED indicate, it will toggle every 1 secthn

9 CTSO Clear to send

10 RTSO Request to send(also muxed as RS485 enable tx
enable it from software in)

11 RXD1 Data receive pin for comm port 1

12 TXD1 Data transmit pin for comm port 1

Diagram 4-2 pin description
Download is pin position for TCP2322, if you want accurate footprint, please see the pch

library file http://www.usriot.com/Download/221.html

GND
VCC:33V

g
XXX

VDD5V o—92

Diagram 4-3 pin position

4.1.3. LED status

besides Link and Data LED of RJ45, there is one work LED pin interface reserved on board.

ID | name Description

1 Work Just interface pin, have no LED on module,
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If you need it, take this pin with LED asd 0 ohm
resistor to GND.

| led 510R LED

2 Link(green)

On RJ45, when ethernet physical link established, o

3 Data(yellow)

On RJ45, wnen ethernet data communicate, twinkle.

Diagram 4-4 LED definition

4.1.4. Serial(TTL) interface

There is 2 serial port on TCP2E2, only UARTO have 485_en pin.

The serial port i8.3V TTLlevel 2 * TTL serial portcan be directly connected tostomer's

MCU).

name Description

TXDO UartOtransmit data pin

RXDO UartOreceive data pin

CTSO Default unused. (can be configured as Ualé@r
to sendl

RTSO Default as 485_en for UARTO, (can be
configured as UartBequire to send

RXD1 Uartlreceive data pin

TXD1 Uartltransmit data pin

Diagram 4-5 connector interface

4.2. USR-TCP232-ED2

4.2.1. Hardware
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Diagram 4-6 USR-TCP232-ED2

1) Mechanical dimesian(LXW>H) 44.45<31.75¢<15.4mm) including RJ45 and connector.
2) PCB dimension(kW): 44.45%31.75(mm).

3) 5V 3.3V tbuble power input, you can only choose 1 of them as input.

4) 3*serial(3*TTL, 3.3V).

5) TTL serial port support hardware flow control(RTS/CTS).

4.2.2. Power

Power supply socket, The input voltage raBd@ or 5V averagecurrent 20 MA. We

default supply high quay 5 V / 1 A power adapter.

4.2.3. LED status

Except for Link and Data of RJ45, there is one work LED interface

ID | name Description

1 Work(green) | Toggle every 1 seconds, this LED already on board

2 Link(green) On RJ45, when ethernet physical link establisbed,

3 Data(yellow) | On RJ45, wnen ethernet data communicate, toggle.
Diagram 4-7 LED definition
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4.2.4. Serial(TTL) interface

USR-TCP232-ED V1.0

T " R TT T ETE YT

Diagram 4-8 view from bottom

=)
X

B, 40.64 (w0 NG——

—l
2.54 (am)>

C
AN XIXIXXXYXXXXTY
X@Irrxxxxxx

44, 45 (mm)

Diagram 4-9 pin diagram
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The serial port i TL level 3 * TTL serial port,can be directly connected MCU).

number | name Description

1 ETH_TX+ Ethernet TX+

2 ETH_TX- Ethernet TX

3 ETH_RX+ Ethernet RX+

4 ETH_RX- Ethernet RX

5 LED_DATA Ethernet Data LED

6 TXDO UartOtransmit data pin

7 RXDO UartOreceive data pin

8 485 _en(RTS0) | Default as 485_en for UartRS485 enable)( car
be configured as RTSQartOrequire to send

9 Reload Restore to factory

10 RST Reset(give a 200ms low pulse will make modu
reset)

11 GND ground

12 GND ground

13 +5V +5V power

14 +5V +5V power

15 LED_LINK Ethernet link LED

16 +3.3V +3.3V power

17 RXD1 Uartlreceive data pin

18 TXD1 Uartltransmit data pin

19 RXD2 Uart2receive data pin

20 TXD2 Uart2transmit data pin

21 CTSO Default no use. UartBlear to send

22 RTS1 Default as 485_en for Uartl, Uamdquire to
send

23 CTs1 Default no use. Uarttlear to send

Diagram 4-10 connector interface(include uart0, uartl, uart3)

Note:

WWW.Usriot.com

1) Thereis no RTS2 and CTS2 pin for UART2 on this module, so that means, you can not
use Hardware flow control(RTSCTS), or RS485 tx and rx control pin for the last serial
port.

Page26/9
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4.2.5. hardware connection

VCC

I'4
(] 1Ki B
Data  Link
RXD
e L TXD
MCUew "y sR -TCP232-D

Hiite s BH4LL R B

11 11

e N4

Diagram 4-11 a connection sample
Note
ED2 already have a network transformer on board.
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4.3. USR-TCP232-410

4.3.1. Hardware

Diagram 4-12 USR-TCP232-410

1) Mechanicaldimesion (LXN>H) 90x84x25(mm)including RJ45 and connector.
2) PCB dimension(kW): 80.3x50.3(mm).

3) DC+5 ~ +18V power input.

4) DC power plug(can be customized to 5.08 connector power input).

5) 1*RS232 support hardware flow control(RTS/CTS).
6) 1*RS485.

4.3.2. Power

This systemdefault use &ower supply socketye can also customized f6r08 2 terminal.
ThePower supply socket, outer diameter 5.5 mm inner 2.1 mm standard size, inside plus,
outside minus. The input voltage rarg€5 ~18 V, averagecurrent 20 MA. We defailt supply
high quality 5 V/ 1 A power adapter.
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4.3.3. LED status

Equipment have 4 indicator lights in total, sequence from left to. right

ID | name Description

Work Twinkle every 1 seconds

Power On after power up

1
2
3 Link(green) On RJ45, when ethernet phgal link established, on.
4

Data(yellow) | On RJ45, wnen ethernet data communicate, twinkle.
Diagram 4-13 LED definition

4.3.4. RS232 interface

The serial port is male (neejll RS232 level (can be directly conrettto computer serial
via a RS232 extend wiyeWhen connected with the computer, we need to use cross cable (2

cross, 78 cross, 5 direct Otherwise, it might lead to irregularly work).

Number RS232 Description
1 - -
2 RXD RS232 device receive data pin
3 TXD RS232 device transmit data pin
4 - -
5 GND Signal ground
6 - -
7 RTS RS232 require to send
8 CTS RS232 clear to send
9 - -

Diagram 4-14 DB9 interface

4.3.5. RS485 interface

RS485 two wirings termial, A (DATA +), B (DATA), when connected with RS485, A (+) to
A(+),B(-)toB ().
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Baud Rate: |115200 bps

Data Size: bit
Parity: |None W

2o, |Mone
Stop Bits:
P Hardware

Flow Control and R5485:

Local Port Number: |23

Remote Port Mumber: |23

Work Mode: |TCF‘ Server V||None v|

TCP Server detail: |default | type
Remote Server Addr: 192 165.0.201 [ N/A ]

Timeout: 0 seconds (< 256, 0 for no timeout)

UART packet Time: ms (= 256)

UART packet length: chars (== 1460, 0 for no use)
Sync Baudrate(RF2217 similar): W

Save Cancel

Diagram 4-15 check RS485 selection if you want RS485(default selected)

4.4. RJ45 interface

module network interface is 10 MLOO M adaptive, support AUTOMDIX, can
discretionarily connect crossver or direct network cable. That is to say, you careitber kind

of cable to connect with computer ather network decice

Pin Name Description

1 TX+ Transceiver Data+
2 TX- Transceiver Data-
3 RX+ Receive Data+

4 n/c Not connected

5 n/c Not connected

6 RX- Receive Data-

7 n/c Not connected

8 n/c Not connected

Diagram 4-16 RJ45 interface
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45. Reload

This button is usetb restore factory settings. Press the butkeep it pressed, thgrower on,

after 2 second, free this Reload buttdayice will beback tofactory settings.

Default settings main parameters as follows
Address type static IP

Static IP Address 192168.0.7

User name admin

password admin

5. Paramters configuration

5.1. Web page

Usually, this series of TCP232 module is configured through web pages.

5.2. Serial port

1. This function. Which we mean Config module's param via serial port, needdttnation of
reload pin as a config pin.

2. For further information, see protocol pdfittp://www.usriot.com/Download/222.html

5.3. network command(setup software)

1. through software ;
2. Network command(neeo ask for protocol).

Down below is the Setupytp://www.usriot.com/Download/90.html
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Diagram 5-1 Setup software
(L)click search Deviog

(2)Select deice in search list;
(3)Modified paramters such as static ip;
(4)Click dBBase Sawv@or Save COMx, paramters will be saved;

(5)After 2 second, Search again, module will appear in new paramters.

6. Specific functions

6.1. ModbusRTU to ModbusTCP

The whole series product suppbfodbusRTU to ModbusTCP. When you use it, you have to

select the protocols, just here:
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